Service O 


Workshop Manual 

Audi’A1 2011 >, 

Audi A1 Sportback 2018 > , 

Audi A2 2001 > , Audi A3 1997 >, 
Audi A3 2004 > , Audi A3 2013 >, 
Audi A3 Cabriolet 2008 > , 

Audi A4 1995 > , Audi A4 2001 >, 
Audi A4 2008 > , Audi A4 2015 >, 
Audi A4 Cabriolet 2003 > , 

Audi A5 2016 > , 

Audi A5 Cabriolet 2017 > , 

Audi A5 Coupé 2008 > , 

Audi A5 Sportback 2010 >, 

Audi A6 1998 > , Audi A6 2005 > , 
Audi A6 2011 > , Audi A6 2019 >, 
Audi A6 China 2012 > , 

Audi A7 Sportback 2011 > , 

Audi A7 Sportback 2018 > , 

Audi A8 1994 > , Audi A8 2003 >, 
Audi A8 2010 > , Audi A8 2018 >, 
Audi Q2 2016 > , Audi Q3 2012 > , 
Audi Q3 2019 > , Audi Q5 2008 > , 
Audi Q5 2017 > , Audi Q7 2007 >, 
Audi Q7 2016 > , Audi Q8 2018 > , 
Audi R8 2007 > , Audi R8 2015 > , 
Audi TT 1999 > , Audi TT 2007 >, 
Audi TT 2015 > , Audi e-tron 2019 > 


Fitting instructions: radio communication systems 


Edition 11.2018 


Service Department. Technical Information 


Can Service 


List of Workshop Manual Repair Groups 


Repair Group 
91 - Radio, telephone, navigation 


Technical information should always be available to the foremen and mechanics, because their 
careful and constant adherence to the instructions is essential to ensure vehicle road-worthiness and 
safety. In addition, the normal basic safety precautions for working on motor vehicles must, as a 
matter of course, be observed. 


All rights reserved. 
No reproduction without prior agreement from publisher. 


Copyright © 2018 Audi AG, Ingolstadt A005A602820 


Audi A1 2011 > , Audi A1 Sportback 2018 > , Audi A2 2001 > , Audi A3 19... 
Fitting instructions: radio communication systems - Edition 11.2018 


Contents 
91 - Radio, telephone, navigation i. 626656 castes whee ee eat 1 

1 Retrofitting transceivers: eiei 6 ies cc ee teed tee eee ani 1 
1.1 Generalinotes. ‘-.;.;.. fl iaia RE ees Salate aah Decals wha ener ea 1 
1.2 Transmission power levels and possible fitting locations .......................... 1 
1.3 PoWEer:SUpply: iii minae iii n o Pe e TRE nta 1 
1.4 Aenial:and: aerial wife; ®t ii. ale i re e iii wep’ 2 
1.5 Other auxiliary equipment ir ea ne a aoe Sid's 8. ta 2 
1.6 Overview - battery A /transmitter and receiver unit/fuse/wiring harness .............. 2 
1.7 Transmission power levels and aerial fitting locations for A1 (from model year 2011 up to 

model:ivear: 2012); (‘iii sw bw wit os edn trai waa 8 3 
1.8 Transmission power levels and aerial fitting locations for A1 (from model year 2013 up to 

model year 2018)! iis vl Ra alate eb we we elia a dalai 4 
1.9 Transmission power levels and aerial fitting locations for A1 (from model year 2019 

OMWArds): Sat Gree hai tS woh eye's eae ate, dea re i pente 4 
1.10 Transmission power levels and aerial fitting locations for A2 (from model year 2001 

ONIWENUS) ian So ain wad, wae ha ere alae ete Gao E Deas 5 
1.11 Transmission power levels and aerial fitting locations for A3 (from model year 1997 up to 

model year 2003) ~in esnean REIT A RR pia are Weal oa 6 
1.12 Transmission power levels and aerial fitting locations for A3 (from model year 2004 up to 

model year: 2012); 1. sie ci aw a e Ok See Sa el e ale ale la i dialer a er 6 
1.13 Transmission power levels and aerial fitting locations for A3, A3 Sportback (from model year 

2013 up.to. week 29/2013). i... iii Rea Meana 7 
1.14 Transmission power levels and aerial fitting locations for A3, A3 Sportback, A3 Saloon (from 

week:30/2013:0mwards): iL a e rana 7 
1.15 Transmission power levels and aerial fitting locations for A3 Cabriolet (from model year 2008 

up:to:model year 2014)’. oenar Fa PAR e le e steal areas ai a eh laa 8 
1.16 Transmission power levels and aerial fitting locations for A3 Cabriolet (from model year 2015 

NIE) i E e ash SN TAI E w wh ngage ew 9 
1.17 Transmission power levels and aerial fitting locations for A4 (from model year 1995 up to 

modol yar Z000 1... ora sfilate e crateri 9 
1.18 Transmission power levels and aerial fitting locations for A4 (from model year 2001 up to 

model y@anQ007%m sm GPM DLL... 11 
1.19 Transmission power levels and aerial fitting locations for A4 (from model year 2008 up to 

week oyy a . OM. OF... cece eee ee eee te E 13 
1.20 Transmission power levels andaerial fitting locations for A4 (from week 11/2012 up to model 

year 2015) Area tect e ER E TE SARI 14 
1.21 Transmission power levels and aerial fitting locations for A4 (from model year 2016 

onwards)tectes, by copyright, Copying tor private or commercial purposes, In part or In whole, ts 15 
1.22 Transmission-power levels.and.aerialfitting locations for A4 Cabriolet (from,model.year 2003 

ONWArds) iii tn iero nile aaa eni 16 
1.23 Transmission power levels and aerial fitting locations for A5 Coupé (from model year 2008 

Up: to: Week 10/2012) i. iii 6 Guava. ara sel nese a sa eee Sale te ag 17 
1.24 Transmission power levels and aerial fitting locations for A5 Coupé (from week 11/2012 up 

to mòdèl year 2016) zsa aie ce alin we ce fe aera eb, a aerd wisps ea scence ee Ree a 17 
1.25 Transmission power levels and aerial fitting locations for A5 Coupé (from model year 2017 

ONWAFdSs): iure Bale Steck pa is gs SER Fa a O E wie a a EOE E Slo dh PE 18 
1.26 Transmission power levels and aerial fitting locations for A5 Sportback (from model year 2010 

UP to Week 10/2012): ace iii Si fai ea a ini A eae 18 
1.27 Transmission power levels and aerial fitting locations for A5 Sportback (from week 11/2012 

Up:to:model'year:2016); i.e Sede eas i ee ake e Ea i nana ba SEa E aia nt 19 
1.28 Transmission power levels and aerial fitting locations for A5 Sportback (from model year 2017 

ONWAFdS): ciclina nea 19 
1.29 Transmission power levels and aerial fitting locations for A5 Cabriolet (from model year 2009 

up to wook 102012) creeps nannan ae dyer’ la DI rear te wd Wieck. et 20 
1.30 Transmission power levels and aerial fitting locations for A5 Cabriolet (from week 11/2012 

UD ID Wook 44/2016) iii a E wiandl aye, sical e's Ra Daa IS ei 21 
1.31 Transmission power levels and aerial fitting locations for A5 Cabriolet (from week 45/2016 


ONWAFLOS): ‘lin AA ao aaa a a, paratie ale È pipa dale aa ent 


Contents | 


Audi A1 2011 > , Audi A1 Sportback 2018 > , Audi A2 2001 > , Audi A3 19... 
Fitting instructions: radio communication systems - Edition 11.2018 


1.32 


1.33 


1.34 


1.35 


1.36 


1.37 


1.38 


1.39 


1.40 


1.41 


1.42 


1.43 


1.44 


1.45 


1.46 


1.47 


1.48 


1.49 


1.50 


1.51 


1.52 


1.53 


1.54 


1.55 


1.56 


1.57 


1.58 


1.59 


1.60 


1.61 
1.62 


Contents 


Transmission power levels and aerial fitting locations for A6 (from model year 1998 up to 


model'year:2004)<.;...;\ bilia ALIA ae, eked e ideate SR led a aes, a 22 
Transmission power levels and aerial fitting locations for A6 (from model year 2005 up to 

model 'year: 2010). ira ai wl: eR Seca N cee ee a Ai 23 
Transmission power levels and aerial fitting locations for A6 (from model year 2011 up to 

model year 2012), ill a wale ade bens Grad a wie A ae 24 
Transmission power levels and aerial fitting locations for A6 (from model year 2013 up to 

model year: 2014): lira Eee he we Wes a A eee deh hea RS 25 
Transmission power levels and aerial fitting locations for A6 (from model year 2015 up to 

model year: 2018): oie a aici reaa anme e aa RR Sher ee, ow Hae 26 
Transmission power levels and aerial fitting locations for A6 (from model year 2019 

OWAI) ii otite his ee ates Feet La a lola a 28 
Transmission power levels and aerial fitting locations for A7 Sportback (from model year 2011 

up to: model:year 2012) iio edn Rini 29 
Transmission power levels and aerial fitting locations for A7 Sportback (from model year 2013 

up to: model year. 2014)... icaro ea antes eee eae 30 
Transmission power levels and aerial fitting locations for A7 Sportback (from model year 2015 
upto model year 2018)” -os sites sea 5 So os ew sate eee i kee ee elia Saw ties i dled wim sere at os 30 
Transmission power levels and aerial fitting locations for A7 (from model year 2019 

OMWAFTdS) iaia Rete Ole ete whine aa OR a byes eee 31 
Transmission power levels and aerial fitting locations for A8 (from model year 1994 up to 

model year. 2002). li... ie ee eae ket ee Lala en 32 
Transmission power levels and aerial fitting locations for A8 (from model year 2003 up to 
model:year 2009) >... sae) ee ae ope cs. Gh tie tea a ne So ie Sear arte lal ol we aS wp teal arse als a SU 32 
Transmission power levels and aerial fitting locations for A8 (from model year 2010 up to 
model'year 2012) tecn ot 33 
Transmission power levels and aerial fitting locations for A8 (from week 22/2012 up to week 
359/2019) e i TO 33 
Transmission power levels and aerial fitting locations for A8 (from week 36/2013 up to model 

year ZOTT) coat ene ae ente DO rete 34 
Transmission power levels and aerial fitting locations for A8 (from model year 2018 

Onwards)' lui ran Sea pese E Riu eee età lat 34 
Transmission power levels and aerial fitting locations for Q2 (from model year 2017 

onware EE NE ii 35 
Transmission power levels and. aerial fitting locations for Q3 (from model year 2012 up to 

model yea 2014) 9... P....B.....................--0 eee eee eee eee 36 
Transmission.power.levels.amnd aerial fitting locations for Q3 (from model year 2015 up to 

Model year: 2018) -sesa ccleaner ei ara nta 36 
Transmission power levels and aerial fitting locations for Q3 (from model year 2019 

onwards)-ted by copyright. Copying,toy private or commercial purposes, in partar.in whale, is.n 37 
Transmission power levels and aerial fitting locations; for. Q5: (from.model.year 2008 up to 

model year 2012) -csaa eset a e aa a a a aa ideo rela lee a weld adr 38 
Transmission power levels and aerial fitting locations for Q5 (from model year 2013 up to 

Model year 2016) > -saa siria inn decane Sie bye lav eE EEE E ia nla iia Oe 38 
Transmission power levels and aerial fitting locations for Q5 (from model year 2017 

ONWAFdS) iii iter nana dud CE VaR e e ene Stee 39 
Transmission power levels and aerial fitting locations for Q7 (from model year 2007 up to 
model:year:2012). unirvi e ne ae @ Pola a in 0 eae 39 
Transmission power levels and aerial fitting locations for Q7 (from model year 2013 up to 

model year 2015). ll lle aja RE RSA RA e ea ote ea ade eas 40 
Transmission power levels and aerial fitting locations for Q7 (from model year 2016 

ONWAFdS): .....-c. Liri ae ana dirai 40 
Transmission power levels and aerial fitting locations for Q8 (from model year 2019 

OMWALdS) rayana a a aa alal n'a in AE aaia a Sine dla are RI 41 
Transmission power levels and aerial fitting locations for R8 (from model year 2007 up to 
modelyear:2015) ossaa sne Bis, eee Ea ae RT EOLO e 42 
Transmission power levels and aerial fitting locations for R8 (from model year 2016 

OMWATOS) jad. eta ra ae spaini Ania aa a REGNA AE AIA, Re O am 42 
Transmission power levels and aerial fitting locations for R8 Spyder (from model year 2010 

up to model year 2016) ................. eee eee eee 43 
Transmission power levels and aerial fitting locations for R8 Spyder (from model year 2017 
OMWALdS): li E e TRE RA 43 


1.63 


1.64 


1.65 


1.66 


Audi A1 2011 > , Audi A1 Sportback 2018 > , Audi A2 2001 > , Audi A3 19... 
Fitting instructions: radio communication systems - Edition 11.2018 


Transmission power levels and aerial fitting locations for TT (from model year 1999 up to 
model year 2006) a -zs aanas ae i Soa dpe aa wb Oe ala wa ale Saad Teena ea weet 


Transmission power levels and aerial fitting locations for TT (from model year 2007 up to 


model year: 2014), rei did ei sik hate Ea e a ede AS Beek pente 45 
Transmission power levels and aerial fitting locations for TT (from model year 2015 
TU AN n 2 eee eee eee TT TE TT CETO TT TTT TT 46 


Transmission power levels and aerial fitting locations for e-tron (from model year 2019 
CONUS F A Y A ela atei e n 


Contents III 


Audi A1 2011 > , Audi A1 Sportback 2018 > , Audi A2 2001 > , Audi A3 19... 
Fitting instructions: radio communication systems - Edition 11.2018 


IV Contents 


Audi A1 2011 > , Audi A1 Sportback 2018 > , Audi A2 2001 > , Audi A3 19... 
Fitting instructions: radio communication systems - Edition 11.2018 


navigation 


1 Retrofitting transceivers 
(ARL006129; Edition 11.2018) 


1.1 General notes 


Disconnect negative terminal of battery - A- before fitting radio 
communication and telephone systems (transceivers) > Electri- 
cal system; Rep. gr. 27 ; Battery . 


Use applicable current flow diagrams > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


Use cable ties to secure wiring harnesses. Pad plug-in couplings 
with foam sheaths. 


Note operating and installation instructions issued by the manu- 
facturers of mobile telephones, radio communication systems 
and aerials = Operating instructions . 


+ Disconnecting and connecting battery - A- > Electrical sys- 
tem; Rep. gr. 27. 


+è Current flow diagrams, fuse assignment and fitting locations 
> Current flow diagrams, Electrical fault finding and Fitting lo- 
cations. 


+ Alira ane installing trim > General body repairs, interior; 
Rep. gr. 70. 


@ Removing and installing factory-fitted systems > Communi- 
cation; Rep. gr. 91. 


@ Repairing aerial wiring > Electrical system; General informa- 
tion; Rep. gr. 97 ; Repairing wiring harnesses and connectors; 
Repairing aerial wires 


@ Repairing wiring harnesses > Electrical system; General in- 
formation; Rep. gr. 97 ; Repairing wiring harnesses and 
connectors 

1.2 Transmission power levels and possible 

fitting locations 


Audi approves the installation and operation of radio communi- 
cation systems, provided that the transmission power levels at the 
aerial base do not exceed the values listed in the table for the 
relevant model»The:specified aerial fitting locations and trans- 
mission power levels are given in the tables > page 3. 


It may be necessary to reduce transmission power to comply with 
the maximum,permitted valuessas*per VDE 0848 Part 2 (maxi- 
mum permitted field strength with respect to personal safety). 


1.3 Power supply 


The battery - A- is used for connection of the positive and negative 
cables when. performing, service. installation of radio, communica- 
tion systems to the vehicle. 


An additional wiring harness has to be made up accordingly: 
+ Positive cable: 2.5 mm thick, red cable 

@ Negative cable: 2.5 mm thick, brown cable 

@ Terminal 15 cable: 1.5 mm thick, black cable 


The positive cable must be fitted with a fuse in the immediate 
vicinity of the battery - A- . This requires you to fit a fuse holder 
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next to the battery - A- . The positive and negative cables must 
be covered with an insulating sheath. Appropriate terminals must 
be fitted on the battery end. For the device end, proceed accord- 
ing to the operating instructions for radio communication systems 
= Operating instructions . 


Additional wiring harness must be routed separately from vehicle 
wiring (distance > 10 cm). 


a Note 


Intertwining of standard wiring is preferable to parallel routing. 


1.4 Aerial and aerial wire 


Use a screened wire between the transmitter/receiver unit and 
the aerial. The screen must be connected to the unit and aerial 
end. At the same time ensure that there is a good and permanent 
earth connection between aerial base wire and vehicle body. 


The transmission system must be tuned to prevent sheath waves 
on the aerial wire. This should be ensured by performing a power 
measurement to check and tune the radio communication sys- 


tem. 

“On-Glass” aerials can only be fitted on vehicles without insulating 
glass. 

1.5 Other auxiliary equipment 


Installation of other electronic equipment, such as a business 
package (TV, FAX) or household package (electric refrigerator 
box) is only permitted if such items bear a CE or e mark. Power 
is also to be supplied by way of a separate wiring harness and 
provided with fuse protection. 


1.6 Overview - battery - A- /transmitter and receiver unit/fuse/wiring harness 
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A - Battery - A- 


Q Installation position, dis- 
connecting > Electrical 
system; Rep. gr. 27 


B - Telephone transmitter and 
receiver unit 


Q Installation position, re- 
moving and installing > 
Communication; Rep. 
gr. 91 


C - Wiring harness 

A Has to be made up 

A Positive wire (terminal 
30) 2.5 Ø (red) 

Q 

Q 


Earth wire (terminal 31) 
2.5 Ø (brown) 


Positive wire (terminal 
15a) 1.5 @ (black) 
D - Fuse holder 
Q Inimmediate vicinity of 
battery - A- 
E - Terminal 15a 


A Always connected to 
output of terminal 15a 


A Wiring must be protec- 
ted by a fuse 


Q Fuse max. 15A 


F - To starter - B- 
Q Original wire 


G - Body earth 
A Immediately next to bat- A90-0080 
tery - A- 


H - Transmission/reception aerial 
A The specified aerial fitting locations and transmission power levels are given in the tables > page 3. 
J - Aerial earth 
Q Good, firm connection/corrosion protection 
K - Screened aerial wire 
A Wire with coaxial connector 
L - Positive connection 
Q Attach red cable with terminal A6-2.5 beneath nut 
A Route wiring harness. separately,if possible 
M - Negative cable 
A Attach brown.cable-with terminal A6-2.5 beneath nut 
A Route wiring.harness, separately if possible 


1.7 Transmission power levels and aerial fitting locations for A1 (from model 
year 2011 up to model year 2012) 


Pmax (Watt) Specified aerial fitting locations 


2mband «(SO (eff) Centre of roof (rear) 
70 cm band 50 (eff.) Centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 
Telephone, 900 MHz GSM |20 (PEP) Centre of roof (front or rear) 


23 cm band 25 (PEP) Centre of roof (rear) 
Telephone, 1800 MHz GSM | 10 (PEP) Centre of roof (front or rear) 
UMTS network 10 (PEP) Centre of roof (front or rear) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.8 Transmission power levels and aerial fitting locations for A1 (from model 
year 2013 up to model year 2018) 


Pmax (Watt) | Specified aerial fi Specified aerial fitting locations _____ | locations 


2m 2 m band (135... (135...175 5 MHz) C 50 Oefa | Rear of roof (15 to 25 cm from rear roof edge) | (15 to 25 cm from rear roof edge) 
70 cm band (430...480 MHz) |50 (eff.) Rear of roof (15 to 25 cm from rear roof edge) 


Telephone, GSM:(820m980%|20 (PEP) Front centre of roof (position of standard aerial) 
MHz) Rear of roof (15 to 25 cm from rear roof edge) 
Telephone, GSM 10 (PEP) Front centre. of roof (position of standard_aerial) 
(1700...1900 MHz) Rear of roof (15 to 25 cm from rear roof edge) 
Telephone, UMTS network |10 (PEP) Front centre of roof (position of standard aerial) 
(1900...2100,MHz) Rear of roof (15 to 25 cm fromirear:roof edge) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.9 Transmission power levels and aerial fitting locations for A1 (from model 
year 2019 onwards) 


[Pmax (Watt) | (Watt) [Specified aerial fitting locations __L ied aerial fitting locations 
IShortwave/CB radio (< | radio (< 100 (PEP) Rear bumper 
30 MHz) 


4 m band (68...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (144...174 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 


70 cm band (410...470 MHz)|50 (eff.) Centre of roof (rear) 


TETRA (380...395, 30 (PEP) Centre of roof (rear) 
406...420, 

450...460, 806...825, 

870...876 MHz) 
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Pmax [Pmax (Watt) | Specified aerial fi Specified aerial fitting locations  — _—_—_0° locations 


Telephone, GSM | GSM 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(824...850 MHz, 876...915 Roof spoiler (right-side) (fitting location as standard aer- 
MHz) ial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1710...1785 MHz, sag spoiler (right-side) (fitting location as standard aer- 
1850...1910 MHz) ial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1885...2025 MHz) Roof spoiler (right-side) (fitting location as standard aer- 
ial) 

Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
and 44) Roof spoiler (right-side) (fitting location as standard aer- 
ial) 

Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.10 Transmission power levels and aerial fitting locations for A2 (from model 
year 2001 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 54 MHz) |100 (PEP) 
20 (eff.) Rear left wing 

50 (eff.) Rear left wing 

70 cm band 50 (eff.) Rear left wing 


Telephone, 450 MHz GSM |25 (eff.) Rear left win 
Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear left side windows “On-Glass” 

Telephone, 900 MHz GSM |20 (PEP) Rear left wing 
Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear left side windows “On-Glass” 

Telephone, 1800 MHz 10 (PEP) Rear left wing 

GSM Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear left side windows “On-Glass” 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.11 Transmission power levels and aerial fitting locations for A3 (from model 
year 1997 up to model year 2003) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Centre of roof (rear) 
Rear bumper 


l4mband «| 20 (eff.) Centre of roof (rear) 

2 m band 50 (eff.) Centre of roof (rear) 
Rear right side panel 

2 m band 20 (eff.) Front of roof (15 cm from edge of windscreen in centre 
of vehicle) 
Centre of roof (rear) 
Rear left or right side panel 

70 cm band 50 (eff.) Centre of roof (rear) 
Rear right side panel 

Telephone, 450 MHz GSM |25 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side windows “On-Glass” 

Telephone, 900 MHz GSM |20 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side windows “On-Glass” 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side windows “On-Glass” 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.12 Transmission power levels and aerial fitting locations for A3 (from model 
year 2004 up to model year 2012) 


Pmax (Watt) Specified aerial fitting locations 
20 (eff.) Centre of roof (rear) 
50 (eft) Centre of roof (rear) 
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Pmax [Pmax (Watt) | Specified aerial fi [Specified aerial fitting locations = locations 


UMTS network | network 10 W Rear of roof 
Centre of rear lid 


Short-range radar < 10 mW Behind radiator grille 
(76.5 GHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.13 Transmission power levels and aerial fitting locations for A3, A3 Sportback 
(from model year 2013 up to week 29/2013) 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87:5 MHz) |20 (eff.) Centre of roof (rear) 

2 m band (135...175 MHz) |50 (eff.) Centre of roof (rear) 

70.em band (430:..480:MHz) | 50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
410...420, 

450.. ‘470, 800...825, 
870.:.876 MHz) 


Me GSM (820,..980.|10.(PEP) Centre of roof (rear) 
Z 

Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHZ) 

Telephone, UMTS network |5 (PEP) Centre of roof (rear) 
(1900...2100 MHZ) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.14 Transmission power levels and aerial fitting locations for A3, A3 Sportback, 
A3 Saloon (from week 30/2013 onwards) 


[Pmax (Watt) | (Watt) [Specified aerial fitting locations __ aerial fitting locations 
[Shortwave (< 30 MHz) | (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (rear) 
2 m band (135...175 MHz) | 50 (eff.) Centre of roof (rear) 
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Pmax (Watt) Specified aerial fitting locations 
70 cm band (430...480 MHz)|50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be, void. 


1.15 Transmission power levels and aerial fitting locations for A3 Cabriolet (from 
model year 2008 up to model year 2014) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 10 (PEP) Centre of rear lid 
Rear bumper 
4 m band 10 (eff.) Centre of rear lid 
Rear left wing 
2 m band 10 (eff.) Centre of rear lid 
Rear left wing 


Rear bumper 


Short-range radar < 10 mW Behind radiator grille 
(76.5 GHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


If transceivers. with. higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the:vehicle:may be void. 


1.16 Transmission power levels and aerial fitting locations for A3 Cabriolet (from 
model year 2015 onwards) 


Pmax (Waitt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) _|20 (eff. 
2 m band (135...175 MHz) |50 (eff. 
70 cm band (430...480 MHz) |50 (eff.) 


TETRA (380...390, 30 (PEP) Rear lid 

410...420, 

450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |2 (PEP) Rear lid 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Rear lid 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Rear lid 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 | 1 (PEP) Rear lid 

and 44) Left/right section of rear bumper (fitting location as 

standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.17 Transmission power levels and aerial fit- 
ting locations for A4 (from model year 
1995 up to model year 2000) 


Saloon 


Pmax (Watt) Specified aerial fitting locations 


Shortwave (< 54 MHz) 100 (PEP) Centre of rear lid 
Rear bumper 


4 m band 20 (eff.) Rear of roof (32.5 cm from edge of window in centre of 
vehicle) 
Rear left wing 
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Pmax (Watt) Specified aerial fitting locations 
2 m band 50 (eff.) Centre of rear lid, rear bumper 
Rear left wing 


2 m band 20 (eff.) Scie) roof (32.5 cm from edge of window in centre of 
vehicle 
Rear left or right wing 

70 cm band 50 (eff.) Centre of rear lid 
Rear right wing 


Telephone, 450 MHz GSM {25 (eff.) Rear left or right wing 
Rear window, top edge of window “On-Glass” 
Telephone, 900 MHz GSM |20 (PEP) Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 
Telephone, 1800 MHz GSM |10 (PEP) Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Centre of roof (rear) 
Rear bumper 


20 (eff.) Centre of roof (rear) 
2 m band 50 (eff.) Centre of roof (rear) 
Rear right side panel 
2 m band 20 (eff.) Centre of roof (rear) 
Rear left or right side panel 


70 cm band 50 (eff.) Centre of roof (rear) 
Rear right side panel 

Telephone, 450 MHz GSM [|25 (eff.) Rear of roof (same as radio, telephone and navigation 
system aerial - R52- ) 
Rear left or right side window “On-Glass” 

Telephone, 900 MHz GSM |20 (PEP) Rear of roof (same as radio, telephone and navigation 
system aerial - R52- ) 
Rear left or right side window “On-Glass” 

Telephone, 1800 MHz GSM |10 (PEP) Rear of roof (same as radio, telephone and navigation 
system aerial - R52- ) 
Rear left or right side window “On-Glass” 


eff. = effective transmission*power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Cabriolet 


Rear bumper 


Telephone, 900 MHz GSM |10 (PEP) Rear left or right wing 
Telephone, 1800 MHz GSM |10 (PEP) Rear left or right wing 


eff. = effective transmission power 


PEP = Peak Envelope)Power 


A WARNING 


/f transceivers with aper output are installed, or if the aerial 
is not fitted at one ofthe locations, specified inthe table,.the 
operating permit for the vehicle may be void. 


1.18 Transmission power levels and aerial fit- 
ting locations for A4 (from model year 
2001 up to model year 2007) 


Saloon 


Pmax (Waitt) Specified aerial fitting locations 


Shortwave (< 54 MHz) 100 (PEP) Centre of rear lid 
Rear bumper 


4 m band 20 (eff.) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left wing 
2 m band 50 (eff.) Centre of rear lid, rear bumper 
Rear left wing 
2 m band 


20 (eff.) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left or right wing 
70 cm band 50 (eff.) Centre of rear lid 
Rear left wing 


Telephone, 450 MHz GSM |25 (eff.) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left or right wing 
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Pmax (Watt) Specified aerial fitting locations 


Telephone, 900 MHz GSM |20 (PEP) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left or right wing 


Rear left or right side windows “On-Glass” 


Telephone, 1800 MHz GSM | 10 (PEP) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left or right wing 
Rear left or right side windows “On-Glass” 


eff. = effective transmission power 
PEP = Peak Envelope’ Power 


A WARNING 


If transceivers with higher output are installed, or ifthe aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle, maybe void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 


Shortwave (< 54 MHz) 100 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear bumper 

4 m band 20 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Centre of roof (61 cm from rear window in centre of ve- 
hicle) 

2 m band 50 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
giri system aerial - R52- ) 

entre of roof (61 cm from rear window in centre of ve- 

hicle) 

2 m band 20 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Centre of roof (61 cm from rear window in centre of ve- 
hicle) 

70 cm band 50 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 

Telephone, 450 MHz GSM |25 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 


Telephone, 900 MHz GSM |20 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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119 Transmission power levels and aerial fit- 
ting locations for A4 (from model year 
2008 up.to week 10/2012) 


Saloon 

Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 54 MHz) 100 (PEP) Towing, bracket 
Centre of rear lid 

4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

2 m band 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

70 cm band 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

Telephone, 900 MHz GSM  |20 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Towing bracket 


4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof (rear) 

2 m band 50 (eff.) Centre of roof fi 
Centre of roof (rear) 

70 cm band 50 (eff.) Centre of roof (rear) 


Telephone, 900 MHz GSM  |20 (PEP) Centre of roof (rear) 
Telephone, 1800 MHz GSM |10 (PEP) Centre of roof (rear) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.20 Transmission power levels and aerial fit- 
ting locations for A4 (from week 11/2012 
up to model year 2015) 


Saloon 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, 410...420,|30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |10 (PEP) Centre of roof (rear) 
MHz) 

Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 

Telephone, UMTS network |5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) [|50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, 410...420, |30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |10 (PEP) Centre of roof (rear) 
MHz) 

Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 

Telephone, UMTS'network 5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.21 Transmission power levels and aerial fit- 
ting locations for A4 (from model year 
2016 onwards) 

Saloon 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA Spa 30 (PEP) Centre of roof (rear) 

406...420, 

450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1900...2100 MHz) Left/right section of rear bumper (fitting location as 


standard aerial) 


LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified-aerial, fitting locations 
Shortwave (<'30 MHz) 100(PEP) Towing bracket 


4 m band:(64.:.87.5:MHz)--,|20(eff.) Centre. of-roof (centre); centre of roof (rear) 
2 m band (135...175 MHz) | 50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) | 50 (eff.) Centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.22 Transmission power levels and aerial fitting locations for A4 Cabriolet (from 
model year 2003 onwards) 


Telephone, 900 MHZ:GSM,. 1.10 (PEP) Centre. of rear lid 
Rear left wing 

Telephone, 1800 MHz GSM |10 (PEP) Centre of rear lid 
Rear left wing 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.23 Transmission power levels and aerial fitting locations for A5 Coupé (from 
model year 2008 up to week 10/2012) 


Pmax (Wait) Specified aerial fitting locations 

Shortwave (< 54 MHz) 100 (PEP) Towing bracket 
Centre of rear lid 

4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

2 m band 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 


70 cm band 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

Telephone, 900 MHz GSM |20 (PEP) Centre of roof (centre) 
Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof (centre) 
Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.24 Transmission power levels and aerial fitting locations for A5 Coupé (from 
week 11/2012 up to model year 2016) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2m band (135...175 MHz), | 50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380!..390) 441001420, |30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |10 (PEP) Centre of roof (rear) 
MHz) 

Telephone; GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 

Telephone, UMTS network |5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.25 Transmission power levels and aerial fitting locations for A5 Coupé (from 
model year 2017 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 | 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.26 Transmission power levels and aerial fitting locations for A5 Sportback (from 
model year 2010 up to week 10/2012) 


Pmax (Wait) Specified, aerial fitting locations 


Shortwave:(<'54sMHz) 100 (PEP) Towing)bracket 
Centre of rear lid 


4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 

2 mband 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 
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Pmax (Wait) Specified aerial fitting locations 


70 cm band 50 (eff.) Centre of roof (centre) 
Centre of roof, rear (15-30 cm from edge of rear window 
in centre of vehicle) 


Telephone, 900 MHz GSM |20 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.27 Transmission power levels and aerial fitting locations for A5 Sportback (from 
week 11/2012 up to model year 2016) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, 410...420,|30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |10 (PEP) Centre of roof (rear) 
MHz) 

Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 

Telephone, UMTS network |5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.28 Transmission power levels and aerial fitting locations for A5 Sportback (from 
model year 2017 onwards) 


Designation Pmax (Waitt) Specified aerial fitting locations 


Shortwave (< 30 MHz) 100 (PEP) Towing bracket 
4 m band (64...87.5 MHz) [|20 (eff.) Centre of roof (centre), centre of roof (rear) 
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Pmax (Watt) Specified aerial fitting locations 
2 m band (135...175 MHz) [|50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band(430...480 MHz) $50; (eff) Centre-of.roof. (rear) 


TETRA (380...390, Centre. of roof (rear) 
406...420, 

450.1:470,800:..825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.29 Transmission power levels and aerial fitting locations for A5 Cabriolet (from 
model year 2009 up to week 10/2012) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.30 Transmission power levels and aerial fitting locations for A5 Cabriolet (from 
week 11/2012 up to week 44/2016) 


Pmax (Wait) Specified aerial fitting locations 
Shortwave (< 30 MHz) 10 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 10 (eff.) Centre of rear lid, rear left wheel housing 
2 m band (135...175 MHz) 10 (eff.) Centre of rear lid, rear left wheel housing 
70 cm band (430...480 MHz) |10 (eff.) Centre of rear lid, rear left wheel housing 


Telephone, GSM (820...980 |10 (PEP) Centre of rear lid, rear left wheel housing 
MHz) 

Telephone, GSM 5 (PEP) Centre of rear lid, rear left wheel housing 
(1700...1900 MHz) 

Telephone, UMTS network |5 (PEP) Centre of rear lid, rear left wheel housing 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.31 Transmission power levels and aerial fitting locations for A5 Cabriolet (from 
week 45/2016 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 10 (PEP) Towing bracket 

4 m band (64...87.5 MHz) _|10 (eff.) 
2 m band (135...175 MHz) |10 (eff.) 
70 cm band (430...480 MHz) | 10 (eff.) 


TETRA (380...390, 10 (PEP) Rear lid 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Rear lid 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Rear lid 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Rear lid 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 | 1 (PEP) Rear lid 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.32 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
1998 up to model year 2004) 


Saloon 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Centre of rear lid 
Rear bumper 
4 m band 20 (eff.) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left wing 
50 (eff.) Centre of rear lid 
Rear bumper 
Rear right wing 
20 (eff.) Rear of roof (22 cm from edge of window in centre of 
vehicle) 
Rear left or right wing 
70 cm band 50 (eff.) Centre of rear lid 
Rear right wing 


Telephone, 450 MHz GSM  |25 (eff.) Rear left or right wing 
Rear window, top edge of window “On-Glass” 


Telephone, 900 MHz GSM |20 (PEP) Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side window 

Telephone, 1800 MHz GSM |10 (PEP) Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side window 


eff..="effective‘transmissionipower 
PEP = Peak Envelope Power 


A WARNING 


If transceivers with Le iu output are installed, or if the aerial 
is.not fitted at one of the.locations specified in the.table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Centre of roof (rear) 
Rear bumper 


l4mband  |20(eff) Centre of roof (rear) 


2 m band 50 (eff.) Centre of roof (rear) 
Rear right side panel 
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Pmax (Wait) Specified aerial fitting locations 
2 m band 20 (eff.) Centre of roof (rear) 
Rear left or right side panel 
70 cm band 50 (eff.) Centre of roof (rear) 
Rear right side panel 
Telephone, 450 MHz GSM [|25 (eff.) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side window “On-Glass” 


Telephone, 900 MHz GSM |20 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side window “On-Glass” 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof, rear (same as radio, telephone and nav- 
igation system aerial - R52- ) 
Rear left or right side window “On-Glass” 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.33 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
2005.up.to modeleyear 2010) 


Saloon 


Pmaxe(Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Rear bumper 

Edge-of roof (centre) near rear.window 
4 m band 20.(eff.) Rear left wing 

Edge of roof (centre) near rear window 
2 m band 50 (eff.) Rear left wing 

Edge of roof (centre) near rear window 


70 cm band 


eff. = effective transmission power 
PEP = Peak Envelope Power 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Rear bumper 

Edge of roof (centre) near rear window 
4 m band 20 (eff.) Rear left side panel 

Edge of roof (centre) near rear window 
2 m band 50 (eff.) Rear left side panel 

Edge of roof (centre) near rear window 


70 cm band 50 (eff.) Rear left side panel 
Edge of roof (centre) near rear window 

20 (PEP) Rear left side panel 
Edge of roof (centre) near rear window 


eff. = effective transmission power 


PEP = Peak Envelope Power 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.34 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
2011 up to model year 2012) 


Saloon 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Centre of rear lid 


4 m band (64...87.5 MHz) 20 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) 
Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) 20 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 


70 cm band (430...480 MHz) |50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) 
Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.35 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
2013 up to model year 2014) 


Saloon 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Centre of rear lid 


4 m band (64...87.5 MHz) 20 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof, rear 

Rear left wing (10 to 30 cm from rear edge of vehicle) 


TETRA (380...390, 406...420,|30 (PEP) Centre of roof, rear 

450...470, 800...825, Rear left wing (10 to 30 cm from rear edge of vehicle) 
870...876 MHz) 

Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) 

Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) 

Telephone, UMTS network |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) 20 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
TETRA (380...390, 406...420, |30 (PEP) Centre of roof, rear (near rear window 


) 
450...470, 800...825, Rear left wing (10 to 30 cm from rear edge of vehicle) 
870...876 MHz) 


Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) 

Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) 

Telephone, UMTS network |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.36 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
2015 up to model year 2018) 


Saloon 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) |20(eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) | 50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 


70 cm band (430...480 MHz) | 50 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 
) 


TETRA (380...390, 30 (PEP) Centre of roof, rear (near rear window 

406...420, Rear left wing (10 to 30 cm from rear edge of vehicle) 
450...470, 800...825, 

870...876 MHz) 
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Pmax (Waitt) Specified aerial fitting locations 

Telephone, GSM (820...980 | 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 
4 m'band'(64...87:5 MHZ) |20 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 
2.m-band;(135...175:MHz),;,50 (eff.) Centre of.roof,rear;(nearrear.window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 
70 cm band (430...480 MHz)|50 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10:\to.30.cm from rear edge of vehicle) 
) 


TETRA (380...390, 30 (PEP) Centre of roof, rear (near rear window 

406...420, Rear left wing (10 to 30 cm from rear edge of vehicle) 
450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.37 Transmission power levels and aerial fit- 
ting locations for A6 (from model year 
2019 onwards) 

Saloon 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA k 30 (PEP) Centre of roof (rear) 
406...420, 


450...470, 800...825, 
870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Avant 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50(eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz)| 50 (eff.) Centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 | 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.38 Transmission power levels and aerial fitting locations for A7 Sportback (from 
model year 2011 up to model year 2012) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54,.MHz) 100 (PEP) Towing bracket 


4 m band 20 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 

50 (eff.) Centre of roof, rear (near rear window) 
Rear left.wing-(10-t0-30 cm- from rear edge of. vehicle) 

50 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 


Centre of roof, rear 
(position for roof aerial - R216- , standard) 


Telephone, 1800 MHz GSM | 10 (PEP) Centre of roof, rear 
(position for roof aerial - R216- , standard) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.39 Transmission power levels and aerial fitting locations for A7 Sportback (from 
model year 2013 up to model year 2014) 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) 20 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof, rear (near rear window) 

Rear left wing (10 to 30 cm from rear edge of vehicle) 


TETRA (380...390, 406...420,|30 (PEP) Centre of roof, rear (near rear window) 
450...470, 800...825, Rear left wing (10 to 30 cm from rear edge of vehicle) 
870...876 MHz) 

Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) 

Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) 


Telephone, UMTS network |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.40 Transmission power levels and aerial fitting locations for A7 Sportback (from 
model year 2015 up to model year 2018) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (<.30.MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) |20 (eff.) Centre of roof, rear (near rear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 

2 m band (135...175 MHz) 150 (eff.) Centre of roof, rear (near rear window) 
Rearleft wing (10:to:30 cm from rear edge of vehicle) 

70 cm;iband{430.::480- MHz) |50 (eff.) Centre of roof, rear(nearrear window) 
Rear left wing (10 to 30 cm from rear edge of vehicle) 

) 


TETRA (380...390, Centre of roof, rear (near rear window 
406...420, Rear left wing (10 to 30 cm from rear edge of vehicle) 


450...470, 800...825, 
870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 
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Pmax (Wait) Specified aerial fitting locations 


LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 
PEP = Peak Envelope Power 


A WARNING 


If transceivers with. higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.41 Transmission power levels and aerial fitting locations for A7 (from model 
year 2019 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) | 50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 

406...420, 

450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.42 Transmission power levels and aerial fitting locations for A8 (from model 
year 1994 up to model year 2002) 


Rear right wing 
0 (eff.) 


Rear left or right wing 
Rear window, top edge of window “On-Glass” 


Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side window 


Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side window 


eff. = effective transmission power 
PEP = Peak Envelope Power 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one.of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.43 Transmission power: levels and aerial fitting: locations for A8 (from model 
year 2003 up to model year 2009) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Towing bracket 

f4mband «| 200 eft.) Rear left or right wing 
[2mband «| 50 (ef. ) Rear left or right wing 

70 cm band 50 (eff.) Rear right wing 


Telephone, 900 MHz GSM |20 (PEP) Rear left wing 

Top right of rear window (in black area) “On-Glass” 
Telephone, 1800 MHz GSM |10 (PEP) Rear left wing 

Top right of rear window (in black area) “On-Glass” 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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1.44 Transmission power levels and aerial fitting locations for A8 (from model 
year 2010 up to model year 2012) 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Towing bracket 
|4mband «(20 (eff) Rear left or right wing 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations ‘specified in the table, the 
operating permit for the vehicle may be void. 


1.45 Transmission power levels and aerial fitting locations for A8 (from week 
22/2012 up to week 35/2013) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) 20 (eff.) Rear left wing or rear right wing (10 to 30 cm from rear 
edge of vehicle) 

2 m band (135...175 MHz) 50 (eff.) Rear left wing or rear right wing (10 to 30 cm from rear 
edge of vehicle) 

70 cm band (430...480 MHz) | 50 (eff.) Rear left wing or rear right wing (10 to 30 cm from rear 
edge of vehicle) 


TETRA (380...390, 410...420,|30 (PEP) Centre of roof, rear 
450...470, 800...825, Rear left wing or rear right wing (10 to 30 cm from rear 
870...876 MHz) edge of vehicle) 


Telephone, GSM (820...980 |20 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) Left/right section of bumper (on bolt connection for lon- 
gitudinal member) 
Centre of bumper 
Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) Left/right section of bumper (on bolt connection for lon- 
dee member) 
entre of bumper 


Telephone, UMTS network |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz) Left/right section of bumper (on bolt connection for lon- 
gitudinal member) 
Centre of bumper 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.46 Transmission power levels and aerial fitting locations for A8 (from week 
36/2013 up to model year 2017) 


Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) 20 (eff.) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 

2 m band (135...175 MHz) 50 (eff.) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 

70 cm band (430...480 MHz)"|50 (eff.) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 


TETRA (380...390, 406.2:.420,|30 (PEP) Centre, of-roof, rear 
450...470, 800...825, Rear left wing/rear right wing (10 to 30 cm from rear 
870...876 MHz) edge of vehicle) 
Telephone, GSM (820..:980 "420 (PEP) Centre of roof, rear (position for standard roof aerial) 
MHz) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 
Rear left/right section of bumper (fitting location as 
standard aerial) 
Telephone, GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1700...1900 MHz) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 
Rear left/right section of bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz) Rear left wing/rear right wing (10 to 30 cm from rear 
edge of vehicle) 
Rear left/right section of bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.47 Transmission power levels and aerial fitting locations for A8 (from model 
year 2018 onwards) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) [|20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) | 50 (eff.) Centre of roof (centre), centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 
70 cm band (430...480 MHz) | 50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 | 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with. higher output are installed, -or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the-vehicle:may be void. 


1.48 Transmission power levels and aerial fitting locations for Q2 (from model 
year 2017 onwards) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (rear) 

2 m band (135...175 MHz) |50 (eff.) Centre of roof (rear) 

70 cm band (430...480 MHz)| 50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.49 Transmission power levels and aerial fitting locations for Q3 (from model 
year 2012 up to model year 2014) 


Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, 410...420,|30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980, | 10 (PEP) Centre of roof (rear) 
MHz) 


Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 


Telephone, UMTS network |5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.50 Transmission power levels and aerial fitting locations for Q3 (from model 
year 2015 up to model year 2018) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (rear) 

2 m band (135...175 MHz) | 50 (eff.) Centre of roof (rear) 

70 cm band (430...480 MHz) | 50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 


450...470, 800...825, 
870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 
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Pmax [Pmax (Watt) | Specified aerial fi Specified aerial fitting locations °_° ° locations 


Telephone, UMTS network | UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.51 Transmission power levels and aerial fitting locations for Q3 (from model 
year 2019 onwards) 


Prax (Watt) | (Watt) Specified aerial fi Specified aerial fitting locations __ | locations 
[Shortwave/CB radio (< | radio (< 100 (PEP) Towing bracket 
30 MHz) 


4 m band (68...87:5.MHz). 120 {eff} Centre of roof (centre); centre of roof (rear) 
2 m band (144.1474 MHz): :|50(eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (410...470 MHz) | 50 (eff.) Centre of roof (rear) 


TETRA (380...395, 30 (PEP) Centre of roof (rear) 
406...420, 

450...460, 806...825, 

870...876 MHz) 


Telephone, GSM 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(824...850 MHz, 876...915 Roof spoiler (right-side) (fitting location as standard aer- 
) ial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 


; 1(PEP) Centre of roof (rear) (fitting location as standard aerial) 
DI Roof spoiler (right-side) (fitting location as standard aer- 
1850...1910 MHz) ial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1(PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1885...2025 MHz) Roof spoiler (right-side) (fitting location as standard aer- 
ial) 

Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
and 44) Roof spoiler (right-side) (fitting location as standard aer- 
ial) 

Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.52 Transmission power levels and aerial fitting locations for Q5 (from model 
year 2008 up to model year 2012) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Towing bracket 


4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof (rear) 

2 m band 50 (eff.) Centre of roof (centre) 
Centre of roof (rear) 

70 cm band 50 (eff.) Centre of roof (rear) 


Telephone, 900 MHz GSM |20 (PEP) Centre of roof (rear) 
Telephone, 1800 MHz GSM |10 (PEP) Centre of roof (rear) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.53 Transmission power levels and aerial fitting locations for Q5 (from model 
year 2013 up to model year 2016) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (rear), centre of roof (centre) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 


TETRA (380...390, 410...420, |30 (PEP) Centre of roof (rear) 
450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |10 (PEP) Centre of roof (rear) 
MHz) 

Telephone, GSM 5 (PEP) Centre of roof (rear) 
(1700...1900 MHz) 

Telephone, UMTS network .|5 (PEP) Centre of roof (rear) 
(1900...2100 MHz) 


eff. = effective. transmission power 


PEP = Peak.Envelope.Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.54 Transmission power levels and aerial fitting locations for Q5 (from model 
year 2017 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
Centre of roof (centre), centre of roof (rear) 
Centre of roof (rear) 


TETRA (380...390, Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Centre of roof (rear) (fitting location as standard aerial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 


Centre of roof (rear) (fitting location as standard aerial) 
Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS/network, | 1/(PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.55 Transmission power levels and aerial fitting locations for Q7 (from model 
year 2007 up to model year 2012) 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 54 MHz) 100 (PEP) Towing bracket 


4 m band 20 (eff.) Centre of roof (centre) 
Centre of roof (rear) 


2 m band 50 (eff.) Centre of roof (centre) 
Centre of roof (rear) 

70 cm band 50 (eff.) Centre of roof (rear) 

Telephone, 900 MHz GSM |20 (PEP) Centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 
Telephone, 1800 MHz GSM | 10 (PEP) Centre of roof (rear) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.56 Transmission power levels and aerial fitting locations for Q7 (from model 
year 2013 up to model year 2015) 


Pmax (Waitt) Specified aerial fitting locations 

Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) 20 (eff.) Centre of roof (rear), centre of roof (centre) 
2 m band (135...175 MHz) 50 (eff.) Centre of roof (rear), centre of roof (centre) 


TETRA (380...390, 410...420, 
450...470, 800...825, 
870...876 MHz) 


Telephone»GSM 10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(4700...1900 MHz) 
Telephone, UMTS network, |10 (PEP) Centre of roof, rear (position for standard roof aerial) 
(1900...2100 MHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.57 Transmission power levels and aerial fitting locations for Q7 (from model 
year 2016 onwards) 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 


4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135...175 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 
70 cm band (430...480 MHz) |50 (eff.) Centre of roof (rear) 
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Pmax (Waitt) Specified aerial fitting locations 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 | 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.58 Transmission power levels and aerial fitting locations for Q8 (from model 
year.2019 onwards) 


Pmax (Watt) Specified aerial fitting locations 

Shortwave (< 30.MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (135.2.:4:75:-MHZ) o 450; (eff) Centreof roof (centre) -centre-of roof (rear) 
70 cm band (430..:480, MHz) | 50 (eff.) Centre of roof.(rear) 


TETRA (380...390, 30 (PEP) Centre of, roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 

standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.59 Transmission power levels and aerial fitting locations for R8 (from model 
year 2007 up to model year 2015) 


eff. = effective transmission power 


PEP = Peak Envelope’Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.60 Transmission power levels and aerial fitting locations for R8 (from model 
year 2016 onwards) 


Pmax (Watt) Specified aerial fitting locations 
CB radio (11 m band) 25 (PEP) Centre of roof (rear) 
2 m band (135...175 MHz) |25 (eff.) Centre of roof (rear) 
70 cm band (430...480 MHz) | 25 (eff.) Centre of roof (rear) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


; 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 
(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 
Centre of roof (rear) (fitting location as standard aerial) 


Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 
PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.61 Transmission power levels and aerial fitting locations for R8 Spyder (from 
model year 2010 up to model year 2016) 


0 (PEP) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.62 Transmission power levels and aerial fitting locations for R8 Spyder (from 
model year 2017*onwards) 


Pmax (Watt) Specified aerial fitting locations 
CB radio (11 m band) 10 (PEP) Rear-left wing 
2 m band (135...175 MHz) |10 (eff.) Rear left wing 


70 cm band (430...480 MHz) |10 (eff.) Rear left wing 


Telephone, GSM (820...980 |2 (PEP) Rear left wing 
Hz) Left/right section of front bumper (fitting location as 
standard aerial) 


Telephone, GSM 1 (PEP) Rear left wing 
(1700...1900 MHz) Left/right section of front bumper (fitting location as 
standard aerial) 
Telephone, UMTS network |1 (PEP) Rear left wing 
(1900...2100 MHz) Left/right section of front bumper (fitting location as 
standard aerial) 
LTE (e-UTRA bands 1 to 41 |1 (PEP) Rear left wing 
) Left/right section of front bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.63 Transmission power levels and aerial fit- 
ting locations for TT (from model year 
1999 up to model year 2006) 


Coupé 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (<54 MHz) |100 (PEP) 
20 (eff.) Rear left wing 


m band 50 (eff.) Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear left = 


70 cm band 50 (eff.) Rear left (Rear left wing | 


Telephone, 450 MHz GSM |25 (eff.) Rear left wing 
Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear window, top edge of window “On-Glass” 


Telephone, 900 MHz GSM |20 (PEP) Rear left wing 
Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 


Telephone, 1800 MHz GSM |10 (PEP) Rear left wing 
Rear of roof (12 cm from roof edge in centre of vehicle) 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 


eff. = effective transmission power 
PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Roadster 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 54 MHz) |10 (PEP) 


4 m band 10 (eff.) Centre of rear lid 
Rear left wing 
2 m band 10.(eff.) Centre of rear lid 

Rear left wing 


70 cm band 10 (eff.) Centre of rear lid 
Rear bumper 

Telephone, 450 MHz GSM Centre of rear lid 
Rear left wing 


Telephone, 900 MHz GSM |10 (PEP) Rear left wing 
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Pmax (Waitt) Specified aerial fitting locations 
Telephone, 1800 MHz GSM | 10 (PEP) Rear left wing 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.64 Transmission power levels and aerial fit- 
ting locations for TT (from model year 
2007 up to model year 2014) 


Coupé 


Pmax (Watt) Specified aerial fitting locations 


Shortwave (< 54 MHz) [100 (PEP) 
Amband___________|20(eff) Rear left wing 


2 m band 50 (eff.) Centre of roof (rear) 
Rear-left wing 


70 cmiband 50.(eff.) Rear left-wing 


Telephone, 900 MHz GSM |20 (PEP) Centre of roof (rear) 
Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 

Telephone, 1800 MHz GSM |10 (PEP) Centre of roof (rear) 
Rear left wing 
Rear window, top edge of window “On-Glass” 
Rear left or right side windows 


Bluetooth (2400-2483 MHz) |500 mW Under front passenger's seat 
UMTS network Centre of roof (rear) 


Short-range radar < 10 mW Behind radiator grille 
(76.5 GHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Roadster 


Pmax (Waitt) Specified aerial fitting locations 


Shortwave (< 54 MHz) 10 (PEP) Centre of rear lid 
Rear bumper 
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Pmax (Waitt) Specified aerial fitting locations 
4 m band 10 (eff.) Centre of rear lid 
Rear left wing 
2 m band 10 (eff.) Centre of rear lid 
Rear left wing 
70 cm band 10 (eff.) Centre of rear lid 
Rear bumper 


Short-range radar < 10 mW Behind radiator grille 
(76.5 GHz) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit forthe vehicle may be void. 


1.65 Transmission power levels and aerial fit- 
ting locations for TT (from model year 
2015 onwards) 

Coupé 


Pmax (Watt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 100 (PEP) Towing bracket 

4 m band (64...87.5 MHz) |20 (eff.) Centre of roof (rear) 

2 m band (135...175 MHz) |50 (eff.) Centre of roof (rear) 

70 cm band (430...480 MHz)|50 (eff.) Centre of roof (rear) 


TETRA (380...390, 30 (PEP) Centre of roof (rear) 
406...420, 

450...470, 800...825, 

870...876 MHz) 


Telephone, GSM (820...980 |2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 
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A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


Roadster 


Pmax (Waitt) Specified aerial fitting locations 
Shortwave (< 30 MHz) 10 (PEP) Towing bracket 
4 m band (64...87.5 MHz) _|10 (eff.) 


2 m band (135...175 MHz) |10 (eff.) 
70 cm band (430...480 MHz) |10 (eff.) [Rear lid | lid 


TETRA (380...390, 10 (PEP) Rear lid 

406...420, 

450...470, 800...825, 

870...876 MHz) 

Telephone, GSM (820...980 |2 (PEP) Rear lid 

MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, GSM 1 (PEP) Rear lid 

(1700...1900 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

Telephone, UMTS network |1 (PEP) Rear lid 

(1900...2100 MHz) Left/right section of rear bumper (fitting location as 
standard aerial) 

LTE (e-UTRA bands 1 to 41 | 1 (PEP) Rear lid 

and 44) Left/right section of rear bumper (fitting location as 
standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


A WARNING 


/f transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 


1.66 Transmission power levels and aerial fitting locations for e-tron (from model 
year 2019 onwards) 


[Pmax (Watt) | (Watt) Specified aerial fitting locations ___L ied aerial fitting locations 


[Shortwave/CB radio (< | radio (< 100 (PEP) Towing bracket = = | bracket 
30 MHz) 


4 m band. (68...87.5 MHz) _..|20 (eff.) Centre of roof (centre), centre of roof (rear) 
2 m band (144...174 MHz) |50 (eff.) Centre of roof (centre), centre of roof (rear) 


70 cm band,(410...470 MHz)|50 (eff.) Centre of roof (rear) 


TETRA (380...395, 30 (PEP) Centre of roof (rear) 
406...420, 

450...460, 806...825, 

870...876 MHz) 
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Pmax [Pmax (Watt) | Specified aerial fi [Specified aerial fitting locations _—_—_0° | locations 

Telephone, GSM = | GSM 2 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

Mas) .850 MHz, 876...915 Left/right/centre section of rear bumper (fitting location 
as standard aerial) 


1(PEP) Centre of roof (rear) (fitting location as standard aerial) 
Left/right/centre section of rear bumper (fitting location 
1850...1910 MHz) as standard aerial) 


Telephone, UMTS network |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

(1885...2025 MHz) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 

LTE (e-UTRA bands 1 to 41 |1 (PEP) Centre of roof (rear) (fitting location as standard aerial) 

and 44) Left/right/centre section of rear bumper (fitting location 
as standard aerial) 


eff. = effective transmission power 


PEP = Peak Envelope Power 


YAN WARNING 


If transceivers with higher output are installed, or if the aerial 
is not fitted at one of the locations specified in the table, the 
operating permit for the vehicle may be void. 
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